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Procedimentos paraonfiguracao de Internet Modo IP Dinamico

1-  Pararealizar o procedimento de configuracdo em modo Dynamic IP Address computador deve estar conectado
via cabo Ethernet em uma das portas LAN do DIR-600 e o seu Cable Modemou Modem ADSlem modo Router*
conectado na Porta Internet do Roteador DIR-600.

Entrada de Internet
(Linha telefonica ou Cabo)

2

Fonte
de
Energia

Modem Adsl ou
Cable Modem

Cabo Ethernet

*Para que o Roteador DIR-600 navegue na internet utilizando a configuracdo em modo Dynamic IP Address, 0 Modem ADSL deve estar
configurado em modo Router. Para saber se o seu modem utiliza essa configuracdo basta notar se com ele direto ao PC ndo necessite
de um discador de banda larga com nome de usuério e senha do provedor de acesso.

Caso necessite de discador siga as instrugdes de Configuracdo emModo PPPolgo site http://www.dlink.com.br/suporte
Obs.: Para realizar estes procedimentos ndo é necessario estar conectado a internet.
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2-  Acesse agora a pagina de configuracdo do Roteador. Abra o Internet Explorer e digite na barra de endere¢os
http://192.168.0.1 e tecle Enter.

AL
P = 3 | @ Roteador Wireless

Sera apresentada a tela de autenticacdo para acesso a pagina de configuracao.

Product Page : DIR-600 Hardware Version : B Firmware Version : 2.00

"1 LIANK :

Log in to the router:

User Name admin

Password
Enter the correct password above and then

tvpe the characters you see in the picture
EE o

Log In ]

O usuario e senha padrao do equipamento sao:

Nome de UsuarioAdmin

Senhai(deixe em branco)
Confirme os caracteres no campo Below

Clique em Login
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3- Com a tela de configuracdo aberta cliqgue no botdo Internet Setuplocalizado a esquerda da pagina e logo em
seguida no botédo Manual Internet Connection Setupo final da tela.
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Product Page : DIR-600

=3/
Wireless Setup

LAN Setup

Time and Date

Parental Control

Logout

Hardware Version : Bl

SETUP

If you are configuring the device for the first time, we recommend that you dlick on the Internet
Connection Setup Wizard button and follow the instructions on the screen. If you wish to modify
or configure the device settings manualy, click the Manual Internet Connection Setup button.

INTERNET CONNECTION SETUP WIZARD

If you would like to utiize our easy to use Web-based Wizard to assist you in connecting your
new D-Link Systems Router to the Internet, click on the button below.

ADVANCED

Internet Connection Setup Wizard |

Note: Before launching the wizard, please make sure you have followed all steps outlined in the
Quick Installation Guide included in the package.

MANUAL INTERNET CONNECTION OPTIONS

If you would like to configure the Internet settings of your new D-Link Router manually, then
click on the button below.

I Manual Internet Connection Setup I

Firmware Version : 2.00

MAINTENANCE STATUS HELP

Helpful Hints..

« If you are new to
networking and have never
configured a router before,
dick on Internet
Connection Setup
Wizard and the router will
guide you through a few
simple steps to get your
network up and running.

« If you consider yourself
an advanced user and
have configured a router
before, dick Manual
Internet Connection
Setup to input all the
settings manually.
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4-  Em seguida vai abrir a tela de configuracdo manual de Internet.

Passo 1 Nocampo Access Point Moddeixe a op¢do Enable Access Point Modismarcada.

Passo 2 No campo My Internet Connection iselecione a op¢do Dynamic IP (DHCP).

Passo 3  Se asua conexdo necessita de MAC Address cadastrado, digite-o nos campos MAC Address, caso ndo
necessite apenas cligue no botéo Clone MAC Address.

Passo4 Primary DNS Address / Secondary DNS Addregste os Enderecos de DNS fornecido pela sua operadora
de acesso a Internet.

Product Page : DIR-600 Hardware Version : B1  Firmware Version : 2.00

Use this section to configure your Internet Connection method. There are several connection
methods to choose from: Static IP, DHCP, PPPoOE, PPTP, L2TP, Russian PPTP(Dual Access) and
Russian PPPoE(Dual Access). If you are unsure of your connection method, please contact your
Internet Service Provider.

Note: If using the PPPoE option, you will need to remove or disable any PPPoE client software
on your s4orvputers‘

oot sove sees |

ACCESS POINT MODE
Use this to disable NAT on the router and turn it into an Access Point.

nznable Access Point Mode

INTERNET CONNECTION TYPE

Choose the mode to be used by the router to connect to the Internet.

My Internet Connection is : IDynamic IP (DHCP) vI 2

DYNAMIC IP (DHCP) INTERNET CONNECTION TYPE

Use this Internet connection type if your Internet Service Provider (ISP) didn't provide you with
IP Address information and/or a username and password.

Host Name : [DIR-600
_Joo T -[is— _Jcs | -[35  -[os | -[3id | (optional)
| Clone MAC Address 13
Primary DNS Address : [10.1.1.1
Secondary DNS Address : | (optional)
MTU : [1500

MAC Address

Save Settings | Don't Save Settings |

WIRELESS
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5- Emseguida clique no botdo Save Settingpara salvar as configuracoes.
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Product P

LAN Setup
Time and Date
Parental Control

Logout

WIRELESS

Use this section to configure your Internet Connection method. There are several connection
methods to choose from: Static IP, DHCP, PPPoE, PPTP, L2TP, Russian PPTP(Dual Access) and
Russian PPPoE(Dual Access). If you are unsure of your connection method, please contact your
Internet Service Provider.

Note: If using the PPPoE option, you will need to remove or disable any PPPoE client software
on your computers.

Don'tSave Settings_ |

ACCESS POINT MODE

Use this to disable NAT on the router and turn it into an Access Point.

nEnabIe Access Point Mode

INTERNET CONNECTION TYPE

Choose the mode to be used by the router to connect to the Internet.

My Internet Connection is : IDynamic IP (DHCP) vl 2

AMIC IP (DHCP) INTERNET CONNECTION TYPE

Use this Internet connection type if your Internet Service Provider (ISP) didn't provide you with
IP Address information and/or 2 username and password.

Host Name : [DIR-600

B -5 -5 - - -l (optional)

Clone MAC ess I3
Primary DNS Address : |10.1.1.1

Secondary DNS Address : | (optional)

MTU : |1500

MAC Address ;

Save Settings | Don't Save Settings

Helpful Hints..

« Internet Connection:

Internet, be sure to choose
the correct Internet
Connection Type from
the drop down menu. If
you are unsure of which
option to choose, please
contact your Internet
Service Provider (ISP).

= Support:
If you are having trouble
accessing the Internet
through the router, double
ck any settings you
entered on this page
rify them with your
ISP if needed.
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6- Para verificar se estd com acesso a internet acesse a guia Statuse verifique se na faixa de WAN ou INTERNET o
campo IP Address obteve algum endereco ded&so esteja 0.0.0.0, clique no botdo DHCP Releas#epois no botéo
DHCP Renewara que obtenha IP. Permanecendo 0.0.0.0, desligue 0o modem e o roteador e ligue-os nesta ordem volte

em status e verifique se aparece o IP Address na WAN ou INTERNESNnfirme o acesso a internet acessando um site

de sua preferéncia.
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13- AN

// SETUP ADVANCED
SDEVICEmFORMATION

Log All of your Internet and network connection details are displayed on this page. The firmware S DEYORE oM et

sk : and WIRELESS 802.11N
version is also displayed here. e Ton detale e

displayed here.

MAINTENANCE STATUS

Statistics
Active Session Firmware Version : 2.00 , Tue 14 Apr 2009

Wireless

Logout

MAC Address :

IP Address :
Subnet Mask :
DHCP Server :

00:21:91:50:8¢:33
192.168.0.1
255.255.255.0
Enabled

INTERNET

MAC Address : 00:21:91:50:8c:3b

DHCP client Connected
DHCPRetew | DHCPRelease |

201.0.37.55

255.255.255.255

Connection :

1P Address :
Subnet Mask :
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Default Gateway
DNS :

WIRELESS 802.11N

SSID :
Channel :
Encryption :

: 201.0.37.55

200.204.0.10 200.204.0.138

teste
11
Disabled
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www.dlink.com.br/suporte


http://www.dlink.com.br/
http://www.dlink.com.br/suporte
http://www.dlink.com.br/suporte

